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1979-2004 FORD MUSTANG 
GRIPP SUSPENSION’S 
PINNION SNUBBER BUSHING 
PART# 2531 

 
 
TOOLS REQUIRED- 8, 13mm socket, ratchet. 
 

STEP 1 Raise rear of vehicle up and support on sturdy jackstands. 
STEP 2 Locate pinion snubber bracket mounted to vehicle floor just above the front of the rear axle  

at the center of the vehicle.  Fig. 1 
STEP 3 Using an 8mm socket, remove the three mounting bolts that mount it to the body. 
STEP 4 Remove bracket and stock snubber.  
STEP 5 Remove nut from snubber stud and remove snubber from bracket.  Fig. 2 
STEP 6 Install the GRIPP pinion snubber with provided nut into the bracket. Fig. 3 
STEP 7 Reinstall bracket with new GRIPP snubber back in place. Fig. 4 
STEP 8 Carefully lower vehicle back down. 
  
  

 
 

 Checkout our website,bbkperformance.com, 
click on GRIPP SUSPENSION COMPONENTS 
and check out GRIPP’S complete line of  
Performance Mustang Suspension Parts. 
 

  
  
  
  
  
  
  
  
  
  
  
  

 
 

 
 

 
 
 
 

 
IMPORTANT- All appropriate safety equipment and gear must be used during the installation of this or any BBK Performance products or any time you work on a vehicle. 
BBK Performance Inc. accepts no responsibility for injuries or damage caused by or during the installation of this product. 
 
 
 

http://www.bbkperformance.com/�
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         Fig. 3                                               Fig. 4 
 
 
 
 
 
 

 

 
IMPORTANT- All appropriate safety equipment and gear must be used during the installation of this or any BBK Performance products or any time you work on a vehicle. 
BBK Performance Inc. accepts no responsibility for injuries or damage caused by or during the installation of this product. 
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